
Create warm atmospheres thanks to heat ramp and mod ulation of heat intensity  

  
 
 

 
 
 
 
 
 
 
Functions:  

- Modulation of heat by 4 steps : 
o 0% (OFF) 
o 33 % 
o 66 % 
o 100 %  

- Set a favourite position 
- Plug & play 

  

 
Power supply    Voltage  230 V    
     Frequency 50 Hz 
 
Cable     4 meters HO5 SSF white with moulded plug 
 
Ramp fixing     x2-     30° pivotating for roof, wa ll and cassette awning 
 
Heating power    2000 W maxi 
      
IP level     IP 24       
 
Radio characteristics (RTS Protocole): Frequency  43 3.42 MHz 
     Range in free field 200 m   
 
Standard (CE) In accordance with CE declaration in internet Website www.somfy.com/ce

         
 
Temperature range   Storing  -20° to +80° C    
     Working  -20° to +30° C  
       -20° to +50°C during 1 hour 
 
Antenna    Integrated         
      
Heat lamp    Philips® HeLeN 
 
Weight     3.8 Kg         
      

 

            
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
  

 

 
 
 

 
 
 
  
 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
    

 
 
 
 
 
 
 
 
 

TECHNICAL DATA SHEET 
SDEV – FICA 73 R0 21/01/09 

Heating Mod/Var Ramp RTS  designation 

references 

range 

1810876 

End Product 

FUNCTIONS 

TECHNICAL SPECIFICATIONS 



 
Controls :  

- Telis MOD/VAR RTS 
- Telis MOD/VAR 4 RTS 
- Telis 1 RTS 
- Telis 4 RTS 
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